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® | ightweight black anodized
aluminum cone - )
e 4 ohm nominal impedance =
® Attractive 6-hole cast frame
® Advanced low distortion [\ ﬂ
motor design " gzl M\ . VUI ”
® Solid aluminum phase plug /// N
\® Rubber surround ) ~ N E‘“// N \J s
Parameters 7 o
£ Impedance () 4 ) N
C Re () 2.9 e BT ra R el
0 Le (nH) @ 1 kHz 0.56 Note: Due to testing limitations, response below 200 Hz is not an actual representation.
E Fs (Hz) 37.7 | \ y
£ Ices oot
: Qts 0.46 === o R
; Mms (9) 32.02 —
8 Cms (mm/N) 0.56 B =TT 0deg
c Sd (cm2) 219.0 ﬂ
0 Vd (iters) 131.4 -
8 BL (Tm) 6.47 ) i ;
&’ Vas (liters) 37.5 | \\\ /
= XmAx (mm) 6 0 /
o VC Diameter (mm) 38 Famai
SPL (dB@1w/im) 89.0 s i o
RMS Power Handling (w)|[ 80 0
Usable Frequency 35 - K 10200 2000 kA s o 0
\Range (Hz) 2000 ) \ Y,

Note: All dimensions in mm.
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