RSS390H0O-4 15" Reference HO Subwoofer 4 Ohm b ,
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I ® Heavy gauge black anodized
0 aluminum cone )
8 ® 2-1/2" 4-layer voice coil e
0 ® Fully vented construction
1)) ® Triple-shorting-ring motor
18 ® Rigid cast frame as

® Rubber surround

® High power handling ) ® R M i *
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L Parameters @ 102
0 Impedance () 4 \L
N Re (2) 3.3 e L NE
‘9 I—e (mH) @ 1 kHz 1.83 [ — I I Note: Due to testing limitations, resp below 200 Hz is not an actual representation.
0 Fs (Hz) 24.2 - ~
HEES = \ .
2 Qts 0.39 "
0| Mm@ 3806 - =
T Cms (mm/N) 0.11 . S=ati \ /Odeg
()] Sd (sz) 829.6 50 // -60°
g Vd (liters) 995.5 ® 1;‘;
i BL (Tm) 21.52 ol ; =
0 Vas (liters) 109.7 %
‘h-) Xmax (mm) 12 2
|_I VC Diameter (mm) 64 )
0 SPL (dB@1wW/im) 87.0 "
3 RMS Power Handling (w)| 800 \ i

Usable Frequency 21 - " 0200 2000 A s o o

\Range (Hz) 600 ) \_ Y,

Note: All dimensions in mm. N
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